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When you start the program for the first time you will be greeted by a blank screen.  You now need to tell
the program which kiln ID’s you want to monitor on each of up to 4 farms.  If you have more than one farm
you can choose whether you will be connecting to a local farm which is hard wired or through a modem.  If
you have both types of connection choose COM1 for the local connection and COM2 for the modem
connections.  All remote farms can be connected one at a time through the same modem, since each farm
can have its own unique telephone number.



page 3020624

To tell the program which kilns to monitor, click on one of the farm icons and then right click the mouse on
a blank part of the screen.  The above menu will appear.  Drag the mouse down to New, across to kiln and
click.
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Before you do this step you must first locally assign unique kiln ID’s to each DCS-3000-A controller in
setup.  This is explained in the DCS Control System Manual

If you will be logging data from your kilns you should have unique numbers for all the kilns you monitor.
You could have the kilns ID’s for Farm 1 begin with 001 and kiln ID’s for Farm begin with 050 for
example.  Since the logged data will be stored with kiln ID’s this will prevent mixing up data from different
farms.  You can use ID’s from 001 to 253

Select the first kiln ID to be added by using the arrow buttons in the scroll box and then clicking Add.  The
kiln added will appear in gray and the number will increase by one in the New Kiln ID box.  If the kilns
have sequential numbers you can continue to click add until all the kilns in the yard are shown.  If you wish
to skip some kilns you can use the scroll arrows to bypass certain numbers.

.  
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Continue adding kilns until all the kilns at the specified farm have been added.
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To set the alarm and choose how data will be displayed on all farms select File and then Options.
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This dialog box appears to let you:

• Select whether you want an audible or silent alarm if the system detects that one of the temperature set

points is more than 10 degrees away from the actual value

• What frequency this audible alarm has

• What columns of information will be displayed

Close the dialog box by clicking the X in the upper right corner when you have finished.
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To set up the kiln connection for each farm right click on the farm icon and choose properties.



page 9020624

Complete the following information in the dialog box:

• Whether the kiln is local or connects through a modem
• If a modem will be used enter the telephone number for the farm
• Specify whether COM1 or COM2 should be used for this connection

Close the dialog box by clicking the X in the upper right corner.
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All kilns should now be displayed.
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To view or change the setup of a kiln right click on a kiln icon and chose Setup.  The kiln must be in
standby to do this.  If the kiln is operating this option will be ghosted or greyed out.
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From this dialog box you can change:
• the temperature scale between Celcius and Fahrenheit
• the start of range (the lowest setpoint you can program in operation mode)
• The motor start up delay after a power failure ( this feature only works for DCS controllers with
backboard)
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Advance and hold dialog box

To change the setpoints or any of the operating parameters double click the desired house icon to bring up
this dialog box.

Use the arrow buttons to change values and then press “Apply” to send this information to the DCS-3000
controller.

If the arrow keys are ghosted (greyed pout) it means that this parameter can not be changed.  For example
you can not change the damper opening percentage if you are in auto damper control mode.
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Right click on a house icon and chose Casing if desired.
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From this dialog box you can start and stop casing as well as change setpoints and casing duration.
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You may find it convenient to view the entire kiln yard in large icon format.

Right click on a blank part of the screen and select View and then Large Icons.
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A small picture (icon) will appear for each specified kiln in the yard.  Kilns with operating temperatures
within specifications will appear in green, those in alarm will be red and those not responding will be in
grey.

Double click a house to bring up a dialog box.
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From this dialog box you can see that kiln 003 is in low alarm.  You can also see that this has happened
because the current dry bulb temperature is 79, but the dry bulb start temperature (setpoint) is 107.  An
alarm occurs if the dry bulb temperature is more than 10 degrees away from the setpoint.  An alarm also
occurs if the wet bulb temperature is more than 10 degrees above the setpoint.


